
 
 
 

Fragance gel 
Dispenser - Silver 
 
 

TECHNICAL DATASHEET 

Installation and 
Features 

- Install at a height of 2 meters approx. 
- Set the dispenser should be done away from vents, doors and 

windows.  
- Fixing with extra strong adhesive tape or plugs and tornilllos 

(included).  
- System fan operation by 24 hours.  
- Continuous Atmosphere and effective neutralizing odors.  
- Effective for rooms up to 25 m3 approx.  
- Duration gel parts, 30 days approx. 

Place of use	 Public toilets, receptions, offices, waiting rooms, locker… 

Display Central display to check the level of the gel. 

Colours Silver color dipenser and central display to chose between Fumé 
or Blue. 

Material ABS 

Functioning 1 alkaline battery 1.5V LR20 (Duration aprox. 3 months / 24 h.) 

Accessories Bag: 3 dowels, 3 screws, plastic key and adhesive tape. 

Sales unit Packing of 1 unit in boxes of 18 units. 

Net product Measures: Height 192 mm. x Width 118 mm. x Bottom 84 mm. 
Weight: 0,250 Kg. 

Box – 1 u. 
(with packing) 

Measures: Height 208 mm. x Width 125 mm. x Bottom 95 mm. 
Weight: 0,300 Kg. 

Standard box – 18 u. Measures: Height 226 mm. x Width 255 mm. x Bottom 827 mm. 
Weight: 5,8 Kg. - Volume: 0,0475 m3 

Pallet Measures: Height 1.900 mm. x Width 800 mm. x Bottom 1.200 mm. 
Weight: 200 Kg. - Volume: 1,82 m3 - Quantity: 576 u. 

Made in Spain 

 

 
 

Fumé · ML500G 

 

 
 

Blue  · MLC525G 

 

	

 
 



 
 
 

Replacement 
gel fragances 
 
 

TECHNICAL DATASHEET 

Characteristics - Method with  40% of natural flavors. 
- It keeps the room with a fresh and a healthy environment 24 h. 
- Ecologic, organic, biodegradable, non toxic. 
- No ingredient shows any risk for the health. 
- Aluminium package with an easy opening. 
- When you open the fragance, you have to make very little cuts 
with the same cover for the purpose to help the aroma 
evaporation. 

Duration fragance	 30 days aprox. 

Fragances Orange, Pin, Canelle, Menthe and Lemon. 

Size Ø 66 mm. 

Sales unit Packaging of 12 fragances per box and reference. 
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